
  
  

Simply even better testing.                        



 
 

                      
Small, lightweight, height adjustable. Optimal for portable and steady usage. Thanks to the compact, lightweight but nevertheless exceptionally solid construction Optovist II is outstandingly suitable for mobile use. Regardless of the body height an appropriate height is adjustable for almost all persons.  
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      Height  adjus tment  a t  the touch of  a but ton   O p e r a t ed  b y  t he  s u b j ec t  i t s e l f  –  t h e  r eq u i r ed  he ig h t  o f  t h e  i n v i e w  i s  a d j us te d  b y  us i n g  t he  u p  a nd  do wn  a r ro ws .   Height  adjus tment  range 26 cm   .  



 
 

                       
 Ergonomics Computer glasses – yes or no? Answering this question correctly assumes technical requirements of your vision screening device allowing an examination in intermediate and near distances.  4 
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Accommodation (D) Age  Large t i l t  angle for  eye test ing wearers of  progressive lenses  The continuously variable t i lt  angle of the presented test f ield facili tates the vision screening test with multi focal, progressive and computer glasses. The large ti lt  adjustment range ensures that the subject views through the small near vision zone. Near distance examination up to 25 cm  Optovist allows the near distance examination up to 25 cm. Thus, the range for measuring the amplitude of accommodation is expanded up to 4.0 D.  The depression of the viewing  angle is documented in the  software. 
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Extras          H e a d  s e n s o r    Does your  subject  rea l ly  lean h is  forehead on the forehead rest? This  i s  ensured by a sensor  located in  the fo rehead rest .  The head sensor  increases the qual i t y o f  ser ia l  examinat ion which are reasonably  conducted vo ice -operated wi th  smal l  personnel  e f for t .     O r i e n t i n g  v i s u a l  f i e l d  e x a m i n a t i o n    Do you l ike to  receive  an impress ion of  the per iphera l  percep t ion wi thout  us ing f inger  per imetry? Test  wi th  28  or  40 l igh t -emi t t ing d iodes which l ight  in  randomised sequence.  Due to  the opt imized inview there  i s  no more reason to  use a d is tance r ing fo r  the examinat ion .  For  examinat ions which requ i re  an or ient ing v isual  f ie ld  tes t  you are wel l  equipped.  However,  for  o ther  tes ts  requi r ing a per imetry the or ient ing v isual  f ie ld  tes t  is  not  su i tab le  –  i t  is  c ruc ia l  to  car ry  out  the examinat ion  wi th  a  rea l  hemispher ic  per imeter .  
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                     L i g h t - s h i e l d e d  i n v i e w  f o r  t w i l i g h t  v i s i o n  t e s t i n g    The viewer caresses the subject ’s face and shields incident l ight effectively. Placement is a child ’s play – a s imple cl ick is al l  and the magnetic mount locks. 
W i r e l e s s  c o n n e c t i o n  t o  t h e  P C   You manage the Optovist I I easi ly via WLAN or Bluetooth – trouble with lost USB cables is now part of  the past. V i s t e c - A p p  –  t h e  H i g h l i g h t  o f  t h e  O p t o v i s t  I I  d e v e l o p m e n t  The modern, attract ive and self-explanatory user interface that is already greatly appreciated by operators of the testing system Corporal Plus enters the appl ication on a wide range. Gradually al l  products Optovist  I , Optovist  I I,  Perivist  and the testing system Corporal Plus wil l  be integrated in the software so that they all  can be control led by one single software platform. 
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